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X program

» = LUX programme

KARAKTERISTIKE ARTIKLA

Pakikom

—r PRODUCT CHARACTERISTICS PEEUEER
Iter.rl. 0 A Sklopka kupatila horizontalna 16A / 250V
= — Ugradnja u zid 10
& : ®  Ssaindikacijom
IE: = |@] -
] II
|
‘i - '| Horizontal bathroom switch 16A / 250V
o *  Build into the wall SRPS EN 60669-1
T— With indicator SRPS EN 62094-1
Art. |
032 ¥ skiopka 16A, 250V
Item. ; ;
Ugradnja u zid
20
]
]
]

|SRPS EN 60669-1]

Build into the wall

jednopolna / one-pole
naizmeniéna / alternative
krstasta / cross
Switch 16A, 250V
Art. 031

Sklopka serijska 16A, 250V

Ugradnja u zid -
20
]
pae Double-Switch 16A, 250V

_ Build into the wall [SRPS EN 60669-1]
ﬁ:ﬁ 028 v .
' Taster svetla 16A, 250V
Ugradnja u zid 20
]
Light push-button switch 16A, 250V
- Build into the wall [SRPS EN 606691
Art. o029
Item. - Taster za zvono 16A, 250V
Ugradnja u zid
20
|

—| Bell push-button switch 16A, 250V
Build into the wall [SRPS EN 60669-1]

www.elid.co.rs



A program

5 - LUX programme

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pakikom
PackiPcs

Art. 205

Elektronski regulator jacine svetlosti
Snage max. 900W

Sa potenciometrom 250V f 50Hz
Ugradnja u zid

Elektronic light regulator
Power max. 900W
With dimmer 250V I 50Hz
Build into the wall

SRPS EN 60669-2-1

Art. 0374
ltem.

|
.:I ]

v Prikljuénica dvopolna 16A, 250V

Sa kontaktom za uzemljenje
Ugradnja u zid

Two-pole socket 16A, 260V
With earthing contact
Build into the wall

20

SRPS [EC 60884-1

Art. 609

Item. | 4

Prikljuénica dvopolna dvostruka 16A, 250V
Sa kontaktom za uzemljenje

Ugradnja u montaznu kutiju @ 60mm

Double, two-pole socket 16A, 250V
With earthing contact

Build into instalation case @ 60mm

IE

SRPS IEC 60884-1

Priklju€nica tropolna 16A, 380V
Sa kontaktom za uzemljenje i nultim kontaktom
Ugradnja u zid

Tree-pole socket 16A, 380V

With earthing contact and null contact
Build into the wall

20

SRPS |EC 60884-1

Priklju¢nica telefonska
Ugradnja u zid

Sa 2 mikrouticnice
With 2 micro telephone socket

Telephone socket
Build into the wall

20

PTT Vesnik 17 /90

www.elid.co.rs



RNUARD program
- STANDARD program

" KARAKTERISTIKE ARTIKLA Pakikom
PRODUCT CHARACTERISTICS PackiPcs
Art.
v v Sklopka kupatila horizontalna 16A / 250V
. Oa kerami€kim nosacem kontakata, sa indikacijom 10
5 o UYgradnjau zid
5 = z I:]

I . i Horizontal bathroom switch 16A 1 260V
With ceramics contacts holder, with indicator

SRPS EN 60669-2-1

= ®  Build into the wall SRPS EN 62094-1
ﬁ:,;,z” v Sklopka kupatila vertikalna 16A 1 250V
= Sa kerami¢kim nosatem kontakata, sa indikacijom i
i 8 Ugradnja u zid
- ]
£, Vertical bathroom switch 16A 1250V SRPS EN 60669-2-1
' With ceramics contacts holder, with indicator SRPS EN 60884-1
Build into the wall SRPS EN 62094-1
Art. 2241 v
Item. Prekidag sklopke kupatila 16A | 250V

Sa keramickim nosac¢em kontakata
Ugradni

| b

E¥ BRathroom switch 16A J 250V
With ceramics contact holder
Mountaing

SRPS EN 60669-2-1

Art. 255/255.11255.2/255.3

WA ¥ Prikliuénica telefonska e
Ugradnjau zid e, mikrouticnice 20
: With out a micro telephone socket 20
- Sa 1 mikrouti¢nicom
> s With 1 micro telephone socket 20
s Sa 2 mikroutiénice
- S With 2 micro telephone sockets ]
Telephone socket yun 5 i onice. .
sod A K i micro telephone sockets i i
Build into the wall p PTT Vesnik 18/7913/89 | |
Art. 256 1256.11256.21256.3
e, ¥ Prikliuénica telefonska -
Ugradnja u zid Bez mikrouticnice 20
With out a micro telephone socket
- - Sa 1 mikroutichicom 20
& s ¢ With 1 micro telephone socket 20
. < Sa 2 mikrouticnice
With 2 micro telephone sockets ]

: Sa 3 mikrouticnice
Eﬂﬁdp I?r?tgetﬁg ﬂ‘:ﬁ With 3 micro telephone sockets

PTT Vesnik 18/79 i 3/89

www.elid.cors



'Ll program
S - WHITE program

KARAKTERISTIKE ARTIKLA

Pakikom

— PRODUCT CHARACTERISTICS PackiPcs
ﬁ:,;.,m" ¥ Sklopka jednopolna sa indikaciiom 164, 250V
' Ugradnja u zid ”
(1

One-pole switch with indicator 16A, 260V
Build into the wall SRPS EN 60669-1

Art. 015/0167/018

item. | 4
Sklopka 16A, 250V
Ugradnja u zid Jednopolna 20
' I One-pole 20
£ 0 Naizmenicna 20
1 . Alternative
Switch 16A, 250y Krstasta ]
Build into the wall SRPS EN 60669-1
Art. 017
Item. Sklopka serijska 16A, 250V

. Ugradnja u zid
4
] : 20
X I &

Double-switch 16A, 250V

Build into the wall SRPS EN 60669-1
Art. 911
ttem. Taster svetla 16A, 250V

Ugradnja u zid

20

0@0 )

Light push-button switch 16A, 250V

Build into the wall SRPS EN 60669-1
Art. g21
Item. ,Taster svetla sa indikacijom 16A, 250V
. Ugradnja u zid
20
"l Qe -
~ Lightpush-button switch, with indicator 164,250V [SRPS EN 60669.1
Build into the wall

www.elid.co.rs



SRR program
ETS - WHITE program

KARAKTERISTIKE ARTIKLA :’}:k/k!:gm
PRODUCT CHARACTERISTICS CHres
Art. 4.9 =
Ll Taster za zvono 16A, 250V
20

Ugradnja u zid

®

-
la |

Bell push-button switch 16A, 250V

Build into the wall SRPS EN 60669-1
Art.
ltem 036-4 { Prikljuénica dvopolna 16A, 250V

Sa keramickim nosacem kontakata i kontaktom za uzemljenje 20

Ugradnja u zid

\l' Tt ) 1
' Two-pole socket 16A, 250V
With ceramics contacts holder and with earthing contact

Build into the wall

SRPS EN 60669-1

Art. 244.4
Item .
Prikljucnica dvopolna dvostruka 16A, 250V 20
Sa keramickim nosacem kontakata i kontaktom za uzemljenje n
. * Ugradnja u montaznu kutiju @ 60mm
) o (@YY | m :l

‘j ® _ Two-pole socket 16A, 250V
~ W With ceramics contacts holder and withb earthing contact

Build into instalation case @ 60mm SRPS EN 60669-1
Art. 232
ltem v Prikljucnica dvopolna trostruka 16A, 250V
‘,‘ & Sa kontaktom za uzemljenje 20
- e & Ugradnja u montaznu kutiju @ 60mm
" & ] Lo s
5
eee Tree-way two-polesocket 16A, 250V [ 1
4 With earthing contact
. ' Build into instalation case @ 60mm SRPS EN 60669-1
Art. 233.4
Iltem v Prikljuénica tropolna 16A, 380V
| Sa keramickim nosaéem kontakata
Sa kontaktom za uzemljenje i nultim kontaktom 20
Ugradnja u zid
Tree-pole socket 16A, 380V
With ceramics contacts holder [
With earthing contact and null contact SRPS EN 60669-1

Build into the wall

www.elid.co.rs



=T program
[S - WHITE program

KARAKTERISTIKE ARTIKLA l':ak’k';gm
. PRODUCT CHARACTERISTICS HYIEE
item. 045 ¥ Kutija za stalni prikljuzak 16A, 380V
e 5 provodnika do 2.5mm? 20
% ' Ugradnja u zid
E 1

Continual terminal box 16A, 380V

& 5 conductors up to 2.5mm* y
- Build into the wall SRP$S EN 60670-1

Art. 128

Item. - vKutija za izjednacavanje potencijala
Ugradnja u zid

6 provodnika preseka do Gmm
1 provodnik preseka do 16mm* 10

Potential eqalizer box
o ow— -l Build into the wall - |

For builded-in conductors, diameter up to 6mm?* ¥
1 conductor, diameter uo to 16mm* SRPS EN 60670-1

SU@FT | OG program
CRETS - WHITE OG program

Art. 220 -222 -223

Item.

Sklopka OG plastika 16 A, 250V

Ugradnja na zid, stepen zastite IP41 16
Jednopolna 16
One-pole 16
Naizmeniéna
Alternative
Krstasta -
Cross
Plastic OG switch 16 A, 260V ¥
Build on the wall. protection dearee IP41 ShPs EN shees. 1
Art. 221
Item. v
Sklopka OG serijska 16A, 250V
Ugradnja na zid, stepen zastite IP41
16
]

Plastic OG double- switch 16A, 260V SRPS EN 60669-1
Build on the wall, protection deqgree IP41

www.elid.co.rs



OG program

/!“" i \t[S - WHITE OG program

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pak/kom
Pack/Pcs

Priklju¢nica dvopolna OG plastika 16A, 250V
Sa kontaktom za uzemljenje 16
Ugradnja na zid, stepen zastite IP41

[ ]
Plastic OG two-pole sovket 16A, 260V

With earthing contact SRPS IEC 60884-1
Build on the wall. protection dearee IP41

Priklju€nica dvopolna OG plastika 16A, 250V
Sa kontaktom za uzemljenje

/. Ugradnja u zid, stepen zastite IP41 =
J ]
Plastic OG two-pole sovket 16A, 250V
With earthing contact
Build intothe wall, protection degree IP41 SRPS IEC 60884-1
Art. 2291 -2292-2293-2294
A4 Sklopke i prikljuénice OG plastika kombinacija 10
Ugradnja na zid, stepen zastite IP41
Moguce su kombinacije na zahtev kupca
[]
Plastics OG switches and 2-pole sockets combinations
Build on the wall, protection degree IP41 SRPS EN 60884-1
Combination according to request SRPS EN 60669-1

Prikljuénica tropolna OG plastika 16A, 380V

Sa kontaktom za uzemljenje i nultim

kontaktom 16
Ugradnja na zid, stepen zastite IP41

Plastic tree-pole socket OG 16A, 380V [ 1

With earthing contact and null-contact

Build on the wall, protection degree IP41 SRPS IEC 60884-1




PRTS>112 OG program
- TAISi12 OG program

L7/ KARAKTERISTIKE ARTIKLA Ea"”k‘;;m
Mg o PRODUCT CHARACTERISTICS il
ltern, 220 - 227 - 228 ¥ Skiopka 0G 164, 250V
- Ugradnja na zid, stepen zastite IP656 16
Materijal TAISiI12 Jednopolna 4
— . One-pole 16
" Naizmenicna
@ @ Alternative -
Krstasta
o slwtltc:';l oTti ;I Ssi?,zzsov Crogs SRPS EN 60669-1
alwer
Build on the wall, protection degree IP66 SRPS EN 60529
A, _226 'Sklopka serijska OG 16A, 250V
Item. - o Ugradnja na zid, stepen zastite IP55
Materijal TAISI12
16
|E"~_ i
° L] 0 e =
. uild on the wall, protection degree
Material TAISi12 SRPS EN 60884-1
. SRPS EN 60529
Art.
ltem. -235 'Prikljuénica dvopolna OG 16A, 220V

Sa kontaktom za uzemljenje
Ugradnja u zid, stepen zastite IP41

mm.“i Materijal TAISi12 16
- a
b - 1

Two-pole socket OG 16A, 220V
With earthing contact

r k|

Build on the wall, protection degree IP41 SRPS EN 60884-1
Material TAISi12 SRPS EN 60529
Art. 234 L .
Item. Priklju€nica tropolna OG 16A, 380V

b= Sa kontaktom za uzemljenje i nultim kontaktom
Ugradnja na zid, stepen zastite IP41
o Materijal TAISi12 15

| | -
i ® Tree-pole socket OG 16A, 380V

With earthing contact and null-contact SRPS EN 60884-1

Build on the wall, protection degree IP41
Material TAISi12 SRPS EN 60529




e SKLOPKE
) SWITCHES
KARAKTERISTIKE ARTIKLA

Pakikom

llliuminated 2-pole rocker-on switch 16A, 250V
Max.temperature T 120°C

PRODUCT CHARACTERISTICS PackiPcs
Stk (on Vv
Item. Jednopolna sklopka16A 260V
Ugradnja u ptvor dimenzije 433mmX16mm 50
|
—_ One-pole switch 16A 250V
Mounting hole 43mmX16mm SRPS N.E3.210
Art. 240 4 . e
Item. Sklopka jednopolna medjugajtanska 6A, 250V
Sa prekidom faze i nule 100
- -
N In-cord one-pole switch BA, 260V ]
"P" and "0" breaking SRPS N.E3211]
Art. 243 7
ltem. Sklopka jednopolna medjugajtanska 6A, 250V B
]
i
In-cord one-pole switch 6A, 250V SRPS N.E3.211|
Art. 246 L
Item. Taster sklopke jednopolne 2A, 2560V
Ugradnja u otvor @ 10.5mm
50
> ' One-pole push-button switch 2A, 250V —
Mounting hole @ 10.5mm SRPS N.E3.211
ﬁ:,;.,_ .250 v
Sklopka pregibna 16A, 250V
Maksimalna temperatura T 120C -
L
- T
' -

SRPS IEC 61058-1

www.elid.cors



PO | IKACI SA KONTAKTIMA ZA UZEMLIJENJE
I WO-POLE PLUGS WITH EARTHING CONTACT

KARAKTERISTIKE ARTIKLA

Pakikom

PRODUCT CHARACTERISTICS _ PackiPcs
At §07 ¥ Utikat 16A, 250V
em. .
3 20
- ﬁ;ﬁ% Provodnik | Cord
By = PPIJ3X25 | HOSVV-F3G25
7 GGIJ3X25 | HOSRR-F3G25 -
=
Plug 16A, 250V SRPS |EC 60884-1
Art.
tem 909 ¥ Utikat 16, 250V
] Provodnik / Cord 50
7l PPIJ3X1 | HO5VV-F3G1 —
PPIJ3X15 | HOSVV-F3G15 —
GG 3X1 | HO5RR-F3G1
Plug 16A. 260V SRPS IEC 60884-1
Art. 615
tem. . " Utikat 16A, 250V
= T e Provodnik { Cord s
g PPIJ 3X0.756 | HO3VV-F3G0.75
& PPIJ3X0.75 | HO5VV-F3G0.75
r PPIJ3X1 | HO5VV-F3G1 [ 1
GGIJ3X0.75/ HOSRR-F3G0.75 Fal
| Plug 16A, 250V SRPS IEC 60884-1
At 621
Item. ‘Utlkaé 16A, 250V
Provodnik | Cord 50
PPIL 3X0.76 | HO5VV-F3G0.76
PPIL 3X0.75 | HO5VV-F3G0.75 -
PPI3X1 | HOSVV-F3G1 -
Plug 16A. 250V SRPS IEC 60884-1
Art. -
Item. s Utikac 16A, 250V
—y
i ¢ 50
i Provodnik | Cord
PPI3X15 | HOSVV-F3G15 —
GGI3X16 | HOSRR-F3G15 -

Plug 16A, 250V

SRPS |IEC 60884-1

www.elid.co.rs



T U I IKACI SA KONTAKTIMA ZA UZEMLJENJE
) *ﬁ.-u POLE PLUGS WITH EARTHING CONTACT

KARAKTERISTIKE ARTIKLA g:gﬂ;g?s
PRODUCT C_HARACTE_RISTIQ_ i
el ¥ Utikag 164, 250V
50
N Provodnik [ Cord
PPIJ3X15 | HO5VV-F3G15 ]
GG 3X15 | HOSRRF3G15 -
Plug 16A, 250V SRPS IEC 60884-1]
Art. =
- ¥ Utikaé 16A, 250V
Provodnik | Cord .
PPIJ3X25 | HO5VV-F3G25
GG 3X25 | HOSRR-F3G25 =
Plug 16A, 250V SRPS IEC 60884-1| |
Art. 633 _—
. Utikac 16A, 250V
50
Provodnik | Cord
PPiJ3X15 | HOSVV-F3G15 :’
HO3RT-F3G0.75
I
Plug 16A, 250V SRPS IEC 60884-1 |
Art. 650
¥ Utikaz 16A, 250V
50
Provodnik | Cord
PPIL 3X0.75 | HO3VV-F3G0.75 -
PPIJ3X1 | HOSVV-F3G1 (-
Plug 16A, 250V [SRPS IEC 60884-1|
Art. - =
At 851 ¥ Utikac 16A, 250V
N |
] '- Provodnik | Cord 50
| PPIL 3X0.75 | HO3VV-F3G0.75
.: PPI3X1 1 HO5VV-F3G1 L
- ]
‘ Plug 16A, 250V [SRPS IEC 60884-1|

www.elid.co.rs



R0 T [KACI SA KONTAKTIMA ZA UZEMLJENJE
o 'EWO POLE PLUGS WITH EARTHING CONTACT

Pakikom

KARAKTERISTIKE ARTIKLA

PRODUCT CHARACTERISTICS PackiPcs
= ;‘” f VUtikac 16A, 250V
’ : Opleteni provodnik pre¢nika 6.2 -8.8mm 20
\ Provodnik | Cord
GTIL 3X0.75 I HO3RT-F3G0.75
: Plug 16A, 250V
Knited cord diameter 6.2 -8.8mm SRPS IEC 60884-1
v Utikac 2.5A, 250V
100
Provodnik [ Cord
HO5VVH2-F2x0.75 -
[
Plug 2.5A, 250V SRPS |EC 60884-1
Art. 511 ? —
Item. Utikac 2.5A, 250V
100
Provodnik | Cord
PPIL 2X0.75 | HO3VV-F2x0.75
PPiJ 2X0.75 | HOSVV-F2x0.75 ]
PP1J 2X1 § HOSVV-F2x1 -
Plug 2.5A, 250V SRPS |EC 60884-1
Art. 520 T
Item. i W Utikac 2.5A, 250V
; 100
Provodnik [ Cord
HO3VVH2-F2x0.75 ]
HO5VVH2-F2x0.75 —
Plug 2.5A, 250V SRPS IEC 60884-1
Art. 523 v
Item. 1 Utikag 2.5A, 250V
100
Provodnik | Cord
HO3VH-H2x0.75 -
HOSVVH2-F2x0.75 -
Plug 2.5A, 250V SRPS IEC 60884-1

www.elid.co.rs



S0 T IKACI SA KONTAKTIMA ZA UZEMLJENJE
-POLE PLUGS WITH EARTHING CONTACT

Pak/kom

KARAKTERISTIKE ARTIKLA Pack/Pcs

PRODUCT CHARACTERISTICS

TUtikat 16A. 250V

Opleteni provodnik precnika 6.2 -8.8mm
Provodnik / Cord: 20
GT/L 3X0.75 /HO3RT-F 3G0.75

.
n) " Plug 16A, 250V
o Knited cord diameter 6.2 - 8.8mm [ SRPS IEC 60884-1 |
Art. : 585 \ 4
ltem. ) Utikac 16A, 260V
“ 100
Provodnik / Cord:
PP/J 2X1 / HOS5VV-F 2x1
GG/J) 2X0.75 / HO5RR-F 2x0.75
PP/J2X1.5 [ HO5VV-F 2x1.5 [
GG/J 2X1.5 / HO5RR-F 2G1.5 e
Plug 16A, 250V [ SRPS IEC 60884-1 |

EIIRERASTAVNI UTIKAL
"POLE INTEGRAL PLUG

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

¥ Utikac tropolni nerastavni 16A, 380V

10
Provodnik / Cord:
PP/l 5X2.5 f HOSVV-F G2
GG/J5X2.5 / HO5RR-F 5G2. =
[ ]
Plug 3-pole 16A, 380V [ SRPS IEC 60884-1 |
RASTAVNI UTIKACI
SPARABLE PLUGS
Art, :286
5 Utikac tropolni "L" 16A, 380V Rastavni
Sa kontaktom za uzemlienie i nultim kontaktom 30
-
_ I
- \ 3-pole plug "L type" 16A, 380V
T 5) With earthing contact and null-contact | SRPS IEC 60884-1 |
HAPOMENA: Standardne duzine provodnika su 1.5, 2, 3i5m HOTE: Standard lenghts of cors are 1.5, 2, 3 and 5m www.elid.co.rs

Za nestandardne duzine provodnika obratite se proizvodiacu. Contact the manufacruter to unstandard lenghts of cords



BRSO M NERASTAVNIM UTIKACIMA | NATIKACIM?
H JNI‘EGHAL PLUGS AND SOCKETS

KARAKTERISTIKE ARTIKLA Pak/kom

Wi .. PRODUCT CHARACTERISTICS Pack/Pcs
£
Ittram. Utikac 2.5A, 250V
Natikac 1A, 250V
100
Provodnik /Cord: ]
PP/L 2X0.75 pljosn.neraz. / HO3VVH2-F 2x0.75
-
o TA a0V [SRPS IEC 60884-1
Art. :521/530
o V" Utikae 2.5A, 250v
Natikac 1A, 250V
Provodnik /Cord: 100
PP/L 2X0.75 pljosn.neraz. / HO3VVH2-F 2x0.75
1
-
Plu 2.5A, 250V
Socket 1A, 250V | SRPS IEC 60884-1 |

Art. :615/650
v

Item. Utikaé 16A. 250V
: Natika¢ 6A, 250V
Y Provodnik  /Cord:
=
Vo PP/] 3X0.75 /HO5VV-F 3G0-75 ]
_I, & -
o Q Plug 16A, 250V [ SRPS IEC 60884-1 |
Socket 6A, 250V
Art. 609/271 v
It Kabal produzni
Utikaé 16A, 250V IL (m)
Prenosna prikljucnica 164, 250V 5 1
10
E Provodnik  /Cord: 15 —
A PP/J 3X1 / HO5VV-F 3G1 20
=l )/ PP/J3X1.5 / HO5VV-F5G1.5 25 —
- i Extension cord 30
L Plug 16A, 250V
& Portable socket 16A. 250V | SRPS IEC 60884-1 |
Art. : 609/665
Item. \4 Kabal produzni
Utika¢ 164, 250V L(m)
Prenosna prikljucnica 164, 250V 5 1
10
Provodnik  /Cord: 15
PP/] 3X1 / HO5VV-F 3G1 20 [
PP/J 3X1.5 [ HO5VV-F5G1.5 95 ]
Extension cord 30
Plug 16A, 250V [ SRPS IEC 60884-1 |
Portable socket 16A, 250V
NAPOMENA: Standardne duZine provodnika su 1.5, 2, 3i 5m NOTE: Standard lenghts of cors are 1.5, 2, 3 and 5m www.elid.co.rs
Za nestandardne duzine provodnika obratite se proizvodjacu. Contact the manufacruter to unstandard lenghts of cords

Moauée su kombinaciie utikaca i natikaca na zahtev Combinations plug and socket according to request



. KARAKTERISTIKE ARTIKLA

: PRODUCT CHARACTERISTICS
Art. : 206 e = . —
Item. " Utika¢ dvopolni, L” 16A. 250V

Sa kontaktom za uzemljenje

2-pole plug , L type ” 16A. 250V
With earthing contact

Pak/kom
Pack/Pcs

80

]
|
[SRPS IEC 60884-1 |

Art. : 282 o
Item. " Utika¢ dvopolni,L” 16A. 250V
Sa kontaktom za uzemljenje

90
g -
' |
N 2-pole plug ,,L type “16A. 250V
S With earthing contact [ SRPS IEC 60884-1 |
Art. :283 — -
Item. " Utika¢ dvopolni " 16A, 250V
Sa kontaktom za uzemljenje o
]
£ -
= 2-pole plug L type "16A. 250V
= With earthing contact [ SRPS IEC 60884-1 |
Art. :284 S— i}

ltem. S Vutikae dvopolni 16A. 250V
' Sa kontaktom za uzemljenje

' 2-pole plug 16A. 250V
With earthing contact

80
L]
2-pole plug 16A. 250V
-pole plu ;
With earthing contact | SRPS IEC 60884-1 |
» Utika¢ dvopolni 16A.250V
Sa kontaktom za uzemljenje
50/100
(]
|

[ SRPS IEC 60884-1 |

www.elid.co.rs



KARAKTERISTIKE ARTIKLA

Pakikom

e 420

Plug with 2 two-pole socket
With earthing contact

'PRODUCT CHARACTERISTICS PackiPcs
T-razvodnik 16A, 260V
Utika¢ u kombinaciji sa 2 dvopolne priklju¢nice 16
Sa kontaktom za uzemljenje
[]
2-pole plug 16A, 250V -

SRPS IEC 60884-1

Razvodnik cetvorostruki 16A, 250V
Utika¢ u kombinaciji sa 4 dvopolne priklju¢nice
Sa kontaktom za uzemljenje

12
4-pole plug 16A, 250V -
Plug with 4 two-pole socket
With earthing contact SRPS |IEC 60884-1
Art.
o 271
Sa kontaktom za uzemljenje 30

‘ Prikljuénlca prenosna dvopolna 16A, 260V

Two-pole portable socket 16A, 250V
With aerthina contact

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTE RISTICS

SRPS IEC 60884-1

Pakikom
PackiPcs

{:l‘t. o tglefor_'l_s_k:tlkac

i / 80
o) P

— Telefone plug PTT 18179 [ 1]

i:;tm 673 _W Telefonski kabal
’ ¥ : Sa mikroutikacima IPC-46 0

-:.1 Provodnik / Cord

& Lk PTT6/78 ]
Telefone cord DIN 47463 e

L]

With micro plugs IPC-46

NAPOMENA: Pored navedenih kablova primaju se specijalne porudzbine Note: Special request is possible

www.elid.cors



KARAKTERISTIKE ARTIKLA Pakikom

S—r PRODUCT CHARACTERISTICS PackiPcs

Art. 260 o : . - = a
Natika¢ dvopolni 6A, 250V
Sa kontaktom za uzemljenje 100
2-pole socket 6A, 250V -
With earthing contact SRPS IEC 60884-1

Art. 261 vV - — -

Item. ~ Utikaé dvopolni 16A, 260V
Sa kontaktom za uzemljenje 100

2-pole socket 16A, 250V
' With earthing contact SRPS IEC 60884-1

KARAKTERISTIKE ARTIKLA

PRODUCT CHARACTERISTICS Pakikom
PackiPcs
Art. e ——— s — —
Itemn. i " Konektorski elementi za elektroventile 6A, 250V
100

Utikac /Plug

Art. 965

Item.

Natikac | Socket

Connection elements for the electrovalves 6A, 250V SRPS EN 175301803

www.elid.co.rs



KARAKTERISTIKE ARTIKLA Pak/kom

PRODUCT CHARACTERISTICS i
Art. 440.1 -
ltem. Trostruka prenosna prikljucnica 16A, 250V
Sa kontaktom za uzemljenje i zastitom od dodira 50
Y B dnika / Without Cord
s 1" 5 | ez provodnika ithout Cor -
3-gang portable socket 16A, 250V
With earthing contact and touching protection SRPS |IEC 60884-1
Art.
Item.440 vTrostruka prenosna prikljucnica 16A, 250V
Rastavna, Sa kontaktom za uzemljenje i zastitom od dodira 10
.
—— = e Provodnik / Cord
S RS PP/J 3x1,5 | HO5VV-F3G1,5
= PP/J 3x2,5 | HO5VV-F3G2,5 ]
QP o
3-gang portable socket 16A, 250V SRPS IEC 60884-1
With earthing contact and touching protection
Art.
|tem.485.1 \4 Cetvorostruka prenosna prikljucnica 16A, 250V
" " 50
o s Sa kontaktom za uzemljenje
® o o
- P Bez provodnika / Without Cord
- M -
g : Y 4-gang portable socket 16A, 250V
ab  wh With earthing contact SRPS IEC 60884-1
N i
(LI g =7 )
280

www.elid.co.rs



KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pak/kom
Pack/Pcs

Cetvorostruka prenosna prikljucnica 16A, 250V
Rastavna, Sa kontaktom za uzemljenje

, ’2 i \ Provodnik / Cord
b & | RS \‘ PP/J 3x1,5/ HO5VV-F3G1,5
) ’ § PP/J 3x2,5/ HO5VV-F3G2,5

4-gang portable socket 16A, 250V

10

L1

With earthing contact [ SRPS IEC 60884-1 |

Art. 480

ltem

Sestostruka prenosna prikljucnica 16A, 250V
Rastavna, Sa kontaktom za uzemljenje

Provodnik / Cord
PP/J 3x1 | HO5VV-F3G1

6-gang portable socket 16A, 250V

10

With earthing contact | SRPS IEC 60884-1 |

- : e Rastavna, sa kontaktom za uzemljenje i zastitom od dodira
: ?3% — . Provodnik / Cord
N

PPiJ3x1.5 {HOSVV-F3G1.5
W . e PPIJ 3x25 | HOSVV-F3G2.5

With earthing contact and touching protection

Trostruka prenosna priklju¢nica bez prekidaca sa provodnikom 16A, 250V

10
]

3-gang portable socket without switches with conductor 16A. 250V

[SRPS IEC 60884-1]

Rastavna, sa kontaktom za uzemljenje i zastitom od dodira

Provodnik / Cord
PPIJ 3x1.5 T HOSVV-F3G156
PPiJ 3x25 [HOSVV-F3G25

4 .gang portable socket without switches with conductor 16A, 250V
With earthing contact and touching protection

Cetvorostruka prenosna prikljuénica bez prekidaéa sa provodnikom 16A, 250V

10
[

[SRPS IEC 60884-1

NAPOMENA: Standardne duZine provodnika su 1.5, 2,3i5m NOTE: Standard lenghts of cors are 1.5, 2, 3 and 5m
Za nestandardne duzine provodnika obratite se proizvodjacu, Contact the manufacruter to unstandard lenghts of cords

www.elid.co.rs



Pak/kom
Pack/Pcs

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

- Sestostruka prenosna prikljuénica bez prekida¢a sa provodnikom 16A, 250V
Rastavna, sa kontaktom za uzemljenje i zastitom od dodira

10

Provodnik / Cord ]
PPiJ 3x1.5 I HOSVV-F3G1.5
PPIJ 3x2.5 1 HOSVV-F3G2.5

6-gang portable socket without switches with conductor 16A. 260V

With earthing contact and touching protection ISRPS IEC 60884-1|
NAPOMENA: Standardne duZine provodnika su 1.5, 2, 3i5m NOTE: Standard lenghts of cors are 1.5, 2, 3 and 5m
Za nestandardne duzine provodnika obratite se proizvodiacu. Contact the manufacruter to unstandard lenahts of cords

Pak/kom

KARAKTERISTIKE ARTIKLA pack/pes
PRODUCT CHARACTERISTICS ac CS

Art. : 060
[tem.

Lampa prenosna max 60W
Sa grlom E27 od keramike 10

Pravodnik /! Cord

PP/L 2x0.75 / HO3VV-F 2G0.75
PP/) 2x0.75 /

| i

L ‘R A
Partable hand lamp max. 60W
With lampholder E27, made of ceramics | SRPS IEC 60238 |
HAPOMEHA; Standardne duzine provodnika su 2, 3,5, 10,15i 20m NOTE: Standard lenghts of cors are 2, 3,5, 10,15 and 20m www.elid.co.rs

Za nestandardne duzine provodnika obratite se proizvodjatu. Contact the manufacruter to unstandard lenghts of cords



KARAKTERISTIKE ARTIKLA Pak/kom

PRODUCT OS!GHRAQ;IMA Pack/Pcs

Modularne prenosne priklju¢nice u “U” profilu 164, 250V

Art. : 411
Item. Sa kontaktom za uzemljenje i “Wieland in” konektoroem

Sa ili bez provodnika
Kombinacije sa sklopkom i osiguraéima:
- Bez osiguraca ili svaka prikljuénica sa osiguratem 5 (3.15)A
- Sa pregibnom sklopkom
Maksimalna kombinacija: 12 utiénica + 12 osiguraca + 4 sklopke

Provodnik / Cord:

PP/J 3X1 f HO5VV-F 3G1
PP/J3X1.5 [ HOSVV-F3G1s5 10

Modular portable socket in “U” profilu 16A, 250V
With earthing contact and “Wieland in" connection
With or without cord
Combinations are with switches and fuses:
- Without fuse or each socket is individual fused
- With single pole rocket-on swich
Maximal combination: 12 sockets + 12 fuses + 4 swiches

[ SRPS IEC 60884-1 |

Art. 412 'Modularne prenosne prikljuénice u plasti¢noj kutiji 16A, 250V

Sa kontaktom za uzemljenje i “Wieland in“ konektorom
Sa ili bez provodnika
Kombinacije sa sklopkom i osiguracima:
- Bez osiguraca ili svaka prikljuénica sa osiguraéem 5( 3.15)A
- Sa pregibnom sklopkom
Maksimalna kombinacija: 4 uti€nica + 4 osiguraca + 4 sklopke

10

Provodnik /! Cord

PP/J 3X1 / HO5VV-F 3G1
PP/13X1.5 [ HO5VV-F3G1.5

| SRPS IEC 60884-1 |

Plastic modular consorts 16A, 250V
With earthing contact and “Wieland in ” conection
With or without cord
Combinations are with switches and fuses:
- Without fuse or each socket is individual fused
- With single pole rocket-on swich
‘ Maximal combination: 4 sockets + 4 fuses + 4 swiches

NAPOMENA: Standardne duzine provodnika 2u 15,2,3i5m NOTE: Standard lenghts of cors are 15,2, 3and 5m Www.e"d.co.rs
Za nestandardne duzine provodnika i kombinaciiz medula obratite se proizvodiacu. Contact the manufacruter 1o unstandard lenghts of cords and modul combinations "



! rSOCKETS
KARAKTERISTIKE ARTIKLA Pak/kom
PRODUCT CHARACTERISTICS Pack/Pcs

Art. - 431 vStone modularne prikljucnice 16A, 250V
= Sa kontaktom za uzemljenje
Sa ili bez provodnika
X Kombinacija sa sklopkom i osigura¢ima:
- Bez osiguraca ili svaka priklju¢nica sa osiguraem 5(3.15 )A
- 5a pregibnom sklopkom
- 5a data uti¢nicom RJ45 Cat.5e
Maksimalna kombinacija: 6 uti¢nica + 6 osig. + 3 sklopke + 4 DATA uti¢nice RJ45

Provodnik / Cord: 10

PP/J 3X1 / HO5VV-F 3G1
PP/ 3X1.5 / HO5VV-F 3G1.5

Desktop modular consorts 16A, 250V
With earthing contact
With or without cord
Combinations are with switches and fuses:
- Without fuse or each socket is individual fused
- With single pole rocket-on swich
- Whit data power RJ45. Cat.5e
Maximal combination: 6 sockets + 6 fuses + 3 swiches +4 DATA RJ45

[SRPS [EC 608841 |

NAPOMENA : Standardne dufine prowodnika su 1.5, 2, 3§ 5m Mote: Standard lenghts of cors are 1.5, 2, 3 and 5m
ia nastandardng duing provadnika | kombinacie modula obratite se proizvodjaty, Contact the manufaciuter to unstadnard lenghis of cord and medul combinations.

Art. :490
Item. _ ¥ Namotaé kabla 16A, 260V
5 f’m Dve dvopolne priklju¢nice Provodnik / Cord
2 o o o e PP/J3X15  /HO5VV-F3G15 i
'~ Odcelitnog lima PP/)3X2.5 /HO5VV-F 3G25
(il v= g GG/J 3X1.5 /HO5RR-F3G1.5
AR R GG/J 3X2.5 /HO5RR-F 3G2.5
ahy T Cable reel 16A, 250V
T e \ .4
fasm,. 2 two-pole socket
™ With earthing contcact
ry Made of steel tin | SRPS IEC 608841 |
HAPOMENA: Standardne duzine provodnika su 25, 30 50m HOTE: Standard lenghts of cors are 25, 30 and 50m www.elid.co.rs

Za nestandardne duzine orovodnika obratite se proizvodiacu. Contact the manufacruter to unstandard lenahts of cords



= 0

KARAKTERISTIKE ARTIKLA

= EFEJ_D_E(._:I’ C_HARAC'I'__ERIS_TICS
Art. : 490.1 ¥ Namota¢ kabla 16A, 260V
Item. Dve dvopolne prikljucnice

Sa kontaktom za uzemljenje
Od celicnog lima

-

©

Cable reel 16A, 250V
2 two-pole socket

With earthing sa kontaktom za uzemljenje

Made of steel tin

all " &
MM ERS

Pak/kom
Pack/Pcs

Bez provodnika / Without cord

| SRPS IEC 60884-1 |

Tropolna

Od celi¢nog lima

3-pole socket
2-pole socket
Made of steel tin

" Namota kabla sa dve siluminske prikljuénice
16A, 250V sa kontaktom za uzemljenje
Dvopalna ._, 16A, 250V sa kontaktom za uzemljenje 1

Cable reel 2 TAISi12 sockets
16A, 250V with earthing contact
16A, 250V With earthing concact

Provodnik /Cord:

PP/) 5X2.5 [HO5VV-F 5G2.5
GG/J 5X2.5 / HO5RR-F 5G2.5

SRPS IEC 60884-1
SRPS EN 60529

Tropolna’
Dvopolna
Od celi¢nog lima

3-pole socket

¥ Namota¢ kabla sa dve siluminske prikljuénice
16A, 250V sa kontaktom za uzemljenje 1
/ 16A, 250V sa kontaktom za uzemljenje

Cable reel 2 TAISi12 sockets
16A, 250V with earthing contact
2-pole socket . _ . 16A, 250V With earthing concact

Bez provodnika / Without cord

SRPS IEC 60884-1

Cable reel16A, 250V

2 two-pole socket
With earthing contcact
Termoplast

Made of steel tin SRPS EN 60529
¥ Namota¢ kabla16A, 260V
Dve dvopolne prikljucnice
Sa kontaktom za uzemljenje 1
Termoplast Provodnik /Cord:
PP/13X1.5 [HO5VV-F5G1.5

PP/) 3X2.5 /HO5VV-F 3G2.5
GG/J 3X1.5 /HO5RR-F 5G1.5
GG/J 3X2.5 / HO5RR-F 3G2.5

[ SRPS IEC 60884-1 |

Art. :495.1
ltem.

¥ Namota¢ kabla 16A, 250V
Dve dvopolne prikljuénice
Sa kontaktom za uzemljenje
Termoplast

Cable reel 16A, 250V

Bez provodnika / Without cord

2 two-pole socket [ ]
{ “ap With earthing contcact
~ Termoplast
NAPOWENA dnika su 25, 30 | 50m Mote: Standard lenghts of cars are 25, 30 and 50m www.elid.co.rs

: Standardne dudine p
Za nestandardne dudine provodnika obratite se prolzvodjatu

Cantact the manufacrurss munstacdnard lenghes of corda.



KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pak/kom
Pack/Pcs

VGong dvoglasni
Radni napon 8V
Radni napon 250V

Double-tone gong
Operating voltage 8V
Operating voltage 250V

20

[ ]
]

['SRPS EN 62080 |

Art. : 341
[tem.

vGong dvoglasni
Radni napon 8V
Radni napon 250V

Double-tone gong
Operating voltage 8V
Operating voltage 250V

20

i

| SRPS EN 62080 |

Art. :350
[tem.

.-d_._.,—'-"“"-

4 Gong dvoglasni
Radni napon 8V
Radni napon 250V

‘Double-tone gong

" Operating voltage 8V

Operating voltage 250V

i

| SRPS EN 62080 |

Art. :355
[tem.

\ 4 Gong dvoglasni
Radni napon 8V
Radni napon 250V

& — Double-tone gong

Operating voltage 8V
Operating voltage 250V

i

| SRPS EN 62080 |

Art. :330
[tem.

\ 4 Zvono elektriéno

Radni napon 8V

Electric bell
Operating voltage 8V

20

[_]
|

| SRPS EN 62080 |

www.elid.co.rs



KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pak/kom
Pack/Pcs

v Zvono elektri¢no

Radni napon 250V
Zvueno telo nerdjajuce

Electric Bell
Operating voltage 250V
Rustless sounding body

27

]
-

[SRPS EN 62080

Art. : 380
Item.

Zvono elektri¢no
Radni napon 8V
Zvucno telo nerdjajuce

Electric Bell
Operating voltage 8V
Rustless sounding body

20

i

| SRPS EN 62080 |

Zvono elektri¢cno
Radni napon 8V
Zvuéno telo nerdjajuce

Electric Bell
Operating voltage 8V
Rustless sounding body

20

i

| SRPS EN 62080 |

Art. :386
Item.

Zvono elektri¢no
Radni napon 8V
Zvucno telo nerdjajuce

Electric Bell
Operating voltage 8V
Rustless sounding body

20

i

[ SRPS EN 62080 |

Art. :504
Item. -

Zvano elektri¢no
Radni napon 8V
Zvuéno telo nerdjajuce

Electric Bell
Operating voltage 8V
Rustless sounding body

40

L]
-

| SRPS EN 62080 |

www.elid.co.rs



KARAKTERISTIKE ARTIKLA
Art. : 361

Pak/kom
PRODUCT CHARACTERISTICS Pack/Pcs
ltem vMelodijsko zvono
- Radni napon 250V
-, Al 10
':'n ]
i Melidoc bell
! - Operating voltage 250V | SRPS EN 62080 |
Art. : 050301
Item. ?Ding Dong zvono
Radni napon 6-8V
10
[]
Ding Dong bell
Operating voltage 6-8V ISRPS EN 62080 |

|

KARAKTERISTIKE ARTIKLA Pak/kom
PRODUCT CHARACTERISTICS Pack/Pcs
B A 4 Zujalica
N Radni napon 250V

I

Buzzer
Operating voltage 250V

11

| SRPS EN 62080 |

www.elid.co.rs



KARAKTERISTIKE ARTIKLA

Pak/kom

PRODUCT CHARACTERISTICS Pack/Pcs
Art. :370 ————— - -
Item. ¥ Transformator za zvono
a6 8 Primar 250V, sekundar 3-5-8V, 0.5A
40
[
Bell transformer
o998 Primay 250V, secundary, 3-5-8V, 0.5A [SRPS EN 61558-2-8 |
Art. : 371 N —— —
Item. ¥ Transformator za zvono
Primar 250V, sekundar 4-6-8Y, 0.5A
10
Bell transformer -
Primay 250V, secundary, 4-6-8V, 0.5A [SRPS EN 61558-2-8 |
Artl :3?2 "__,'r,"" e—— — — =
¥ Transformator za zvono
Primar 250V, sekundar 3-5-8Y, 1A
10
Bell transformer
Primay 250V, secundary, 3-5-8V, 1A ISRPS EN 62080 |

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Item. V" Grlo sijali¢no E27 4A, 250V,
Materijal: keramika
Za nazuvicu M10x1

Lampholder E27 4A, 25QV
Material: ceramic
For chandiler M10x1

Pak/kom

Pack/Pcs

| SRPS IEC 60238 |

40

www.elid.co.rs



SIJALIKC
LAMPHOLD

KARAKTERISTIKE ARTIKLA Pakikom

PRODUCT CHARACTERISTICS PackiPcs
Grlo suahcno E27 4A, 250V 120
Materijal: keramika
Sa metalnim drzagem
40

Lampholder E27, 4A, 250V, 120"
Material: ceramic
With metal holder

SRPS IEC 60238

Art.108E

Grlo siialicno E27. ZA 250V

Materijal: bakelit
Za nazuvicu M10x1

40
Lampholder E27, 2A, 250V B
Material: bakelit
For Chandler M10x1 SRPS IEC 60238 |
orts ¥ Grlo siiali¢no E27, 2A, 250V T120° .
Materijal: PBT
Bezvijcano pricvricivanje 20

Sa metalnim drzacem

Lampholder E27,2A, 250V, T120°

Material: PBT
Serewless fixing
With metal holder

SRPS IEC 60238 |

Item.

" Grlo siialiéno E27, 4A, 250V, T 120°

Materiial: PBT

e
|

Lampholder E27,2a 250V, T 120°

Material: PBT
Serewless fixing

Sa drzacem za luster kuglu 20
Za nazuvicu M10x1
1
Lampholder E27, 4A, 250V, T120° -
Material: PBT
With holder for luster bowl
For chandiler M10x1 SRPS IEC 60238 |
¥ Grlo siiali€¢no E27, 2A, 250V, T120°
Materiial: PBT
Bezvijcano pricvricéivanje 20

SRPS IEC 60238 |

wwweelid.co.rs



KARAKTERISTIKE ARTIKLA

Pakikom

PRODUCT CHARACTERISTICS PackiPcs
Item. ?
Grlo G13, 2A, 250V
— Bezvijcano pri¢vrscivanje 40
Stepen zastite IP54
Bez nosaca startera / without starter holder l:l

Lampholder G13, 2A, 250V
Serewless fixing

Protection degree IP54

SRPS IEC 60238

Art.g15.8151

e Grlo C-?1 3, 2A, 250V )
P Bezvij¢ano pricvricivanje
- ~ __ Stepen zastite IP54 20
_ ; Bez nosacéa startera / without starter holder 20
@ @ Sa nosacem startera / with starter holder
1]

Lampholder G13, 2A, 250V
Serewless fixing
Protection degree IP54

SRPS IEC 60238

N KARAKTERISTIKE ARTIKLA Pakikom
. PRODUCT CHARACTERISTICS Pack/Pcs
Art. gg5
Item. Zidna svetiljka kosa 250V, 60W
. Sa grlom E27 od keramike
& v
) 12
[
- L]
Obliquity fitting wall lamp 250V, 60W
With lampholder E27, made of ceramics SRPS EN 60400 |
Art. v
ItemB.66 _ ~ Zidna svetiljka ravna 250V, 60W
__ ——  SagrlomE27 od keramike &

Flat fitting wall lamp 250V, 60W
With lampholder E27, made of ceramics

SRPS EN 60400 |

www.elid.co.rs



o CEMENTI

IO LING ELEMENTST
— PRODUCT CHARACTERISTICS ks
fu’t 1701 -702- 761
= e"‘ Nati¢na spojnica
%,,s!'? Materijal Debljina materijala Dimenzija utikata Za presek provodnika
F Material Material thickness Plug dimenzion Forconductor corss-section
&
Cufn 042 mm 6.3 x 0.8 mm 0.75-2mm? 5000
g CuZn  030mm 6.3 x 0.8 mm 0.50 - 1 mm?
" 4 Cufn  030mm 4.8 x 0.8 mm 0.50 - 1 mm?
;ﬁ DIN 46247
. Faston terminal DIN 45340
Art. : 703 '
Item. ¥ Natitna spojnica L
.g:’" Materijal Debljina materijala Dimenzija utikata Za presek provodnika
'_,5,’5" Material Material thickness Plugdimenzion Forconductor corss-section
Q’d} CuZn 040 mm 6.3 x 0.8 mm 0.50 - 1.5 mm? 5000
&
4
&
" ,,* Flag faston termina (L socket) | DIN 46249
Art. 1704 ' .
Item. 4>, Nati¢na spojnica sa utinim kentaktom
‘iﬁx Materijal Debljina materijala Dimenzija utikata Za presek provodnika
\;\ﬂ " Material Material thickness Plug dimenzion Forconductor corss-section
A& 7 Culn 04mm 6.3 x0.8 mm 1-2.5 mm?
/7 5000
@‘b - Faston terminal with plugging contact DIN 26245
Art. =712 w .
ltem. # | Natitna spojnica Caurasta
' Materijal Debljina materijala Dimenazija utikata Za presek provodnika
Material Material thickness Plugdimenzion Forconductor corss-section
" 4 By T
/ Cun 04 mm 2.36 mm 0.5-1 mm 5000
J/ Fastening shell-type socket
At :741-742 g .
Item. #° " Okasta spojnica
4 » Materijal Debljina materijala Dimenzija utikata Za presek provodnika
f}_,!’ " Material Material thickness Plug dimenzion For conductor corss-section
£ &
o 7 CuZm 06mm @4.3 mm 0.5 - 1.0 mm? 000
” ﬁ;' CuZn 06mm @53 mm 1.0- 2.5 mm?
o
.J'F Ring terminals DIN 46225

www.elid.co.rs



KARAKTERISTIKE ARTIKLA j
PRODUCT CHARACTERISTICS Pack/Pcs

Kontaktna uticnica

Materijal Debljina materijala Za presek provodnika
Material Material thickness For conductor corss-section

20000
r Cudn 0.30 mm 1- 1.5 mm?
47'; Wire end slives DIN 46228
Art. 721 —
m. \ 4 Paputica kablovska

P

Materijal Debljina materijala Dimenzija utikata /Za presek provodnika
Matenal Material thickness Plug dimenzion For conductor corss-section

CuZn  0.30 mm @43 mm 04- 1.5 mm? 20000

Wire end slives DIN 46228

Art. : 790-79)
Item. ?

LS|
!

Zupiasta kontaktna utiénica

Materijal Debljina materijala Za presek provodnika
Material Material thickness  For conductor corss-section

CuZn 0.25 mm 0.75- 1 mm? 20000
: Culn 0.25 mm 1-1.5mm?
f Wire end slives DIN 46228
Art, 1792
Itern. \ 4

= Zuptasta kontaktna uti¢nica

Materijal Debliina materijala  fa presek provodnika
Material Material thickness  For conductor corss-section

20000
Culn 0.25 mim 1-1.5 mm?

Wire end slives DIN 46228




KARAKTERISTIKE ARTIKLA

— PRODUCT CHARACTERISTICS Pack/Fcs
.!Art 1191
e ¥V Plastien strnik
Zanatiénu spojnicu [ For fastening sockets 707
Za natiénu spojnicu  / For fastening sockets 702
1000
Plastic protector
Art. : 192 | 4
Item. Plasti¢ni $titnlk
Za natknu spojnicu [ For fastening sockets 757
z 1000

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Razvodna kutlja 30x80 16A / 380V

@ Silumin, ugradnja na zid
Sa 6 uvoda

I Stepen zastite IP55 10

I Transfer case 80x80 16A / 380V

TAISi 12, build on the wall
@ With 6 conductors SPRS EN 60670-1
Protection degree IP55 SPRS EN 60529

{teen. ¥ Razvodna kutija 80x80 10A / 250V

- Termoplast, ugradnja na zid
Sa 6 uvoda
Stepen zastite |P41
15

Transfer case 80x80 104 / 250V
\ > ’ Thermoplast, build on the wall

With & conductors SPRS EN 60670-1
Protection degree P41 SPRS EN 60529

www.elid.co.rs




, HM{TEFISTIKE ARTIKLA

PRODUCT CHARACTERISTICS

Pack/Pcs

Item. ¥V Razvodna kutija 95x05

B Termoplast, ugradnja u zid
Sa poklopcem

Transfer case 95 x 95
Thermoplast, build into the wall
With cover

170

| SPRS EN 60670-1 |

Art. 101 | 4
Item. . Razvodna kutila @70

Termoplast, ugradnja u zid
Sa poklopcem

Transfer case @70
Thermoplast, build into the wall
With cover

320

[ SPRS EN s0670-1 |

Art. : 100 v
Itern. Montazna kutija @60

Termoplast, ugradnja u zid

Instalation case @ 60
Thermoplast, build into the wall

200

| SPRS EN 60670-1 |

Art. :120 L
Item. Montat na kutija @60
Termoplast, ugradnja u zid
Nizajuca
200
. Instalation case (@ 60
Thermoplast, build into the wall
Mounting in series | SPRS EN 60870-1 |
Art. 121 v
Item. Montazna kutija @60
Termoplast, ugradnja u zid
200

Instalation case () 60
Thermoplast, build into the wall

SPRS EN 60670-1
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Item

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

Pacl/Pecs

Razvodna kutija @ 80
Termoplast, ugradnja u zid
Sa poklopcem

Transfer case @ 80
Thermoplast, build into the wall
With cover

Item

KARAKTERISTIKE ARTIKLA
PRODUCT CHARACTERISTICS

SRPS EN 60670-1

Pack/Pcs

Rebraste savitljive cevi

PVC - Ugradnja u zid / mounting on the wall
PE - Ugradnja u beton / mounting in the concrete

Flexible (ribbed) conduits

PRODUCT CHARACTERISTICS

Unutrasniji preénik (m)

125

1251
125.2
125.3
125.4

(mm)

F11 50
913,55 50
16 50
¢523 50
o 29 25

ISRPS EN 61386-1|

Pack/Pcs

Obujmica gajtana nastavna
Ugradnja na zid pojedinacno ili u nizu
Od temoplasta, proizvodi se u vise boja

Za precnik provodnika 11-18mm’/ Conductor dia 11-18mm’ 1000

Cord clip (extension)
Mounting on the wall single or in line
Thermoplast, manufactured in several colours

wwweelid.co.rs




—'—_—___,. PLASTIC ANHORS
KARAKTERISTIKE ARTIKLA _
PRODUCT CHARACTERISTICS iaie

A4 Obujmica gajtana nastavna
Ugradnja na zid pojedinatno ili u nizu
QOd termoplasta, proizvodi se u vize boja
Za precnik provodnika [/ Conductor dia 11-18mm? 1000
Za preénik provodnika / Conductor dia 18-26mm? 1000
Cord clip (extension)

Mnuntmg on the wall single or in line
Thermoplast, manufactured in several colours

4 ﬂbuj mica gajtana nastawna

£a pre¢nik provednika 18-26mm?

Ugradnja na zid projedinaZno ili u nizu

Od termoplasta, proizvodi se u vi%e boja

500

Cord clip (extension)

Conductor dia 18-26mm? dvostruka

Mounting on the wall single or in line

Thermoplast, manufactured in several colours

Art. : 162
ltem. \ Obujmica gajtana dvostruka

La precnik provodnika 18-26mm?
Ugradnja na zid projedinaZno ili u nizu
Od termoplasta, proizvodi e u vige boja

500
Cord clip (extension)
Conductur dia 18-26mm?
Mounting on the wall single or in line
Thermoplast, manufactured in several colours

130-131 -132- 133 134

F'Ia:stltnl umetci (tipli)

15 5x25 mm 6000
T-6 6x30 mm 2000
T8 8xd0 mm 1000
T=10 10x50 mm 1000
T2 12x60 mm 1000
Plastic anchors

130.1 131.17- 132 1-133.1-134.1

F'Iastlinl umetci (tipli)

T5 5x25 mm vijak (screw) 3x25 mm 6000
T6 6x30 mm vijak {screw) 3.5x30 mm 6000
T-8 Ex40 mm vijak (screw) 4x40 mm 2000
T-10 10x50 mm vijak {screw) 5x50 mm 1000
12 12x%60 mm vijak (screw) 660 mm 1000

J
Iy ¥
i .. ' i Plastic anchors

ﬁ—tn ERLE |
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PRODUCT CHARACTERISTICS

a2m.

Paclk/P

v Izolovana prikljutna stezaljka dvopolna

Komplet 2.5 mm
Eeramika

Two-pole socket terminal

Set, 2.5 mm
Ceramic

270

SPRS N.E4.016 |

ltem. v lzolovana prikljuéna stezaljka tropolna
- Komplet 2.5 mm?
Keramika

' Tree-pole socket terminal
Set, 2.5 mm?
Ceramic

200

'SPRS N.E4.016 |

Art. : 158

lterm \ 4

..k -
L\
Py 67

| Izolovana prllﬂj ucna stezaljka tropolna
. Keramika

Tree-pole socket terminal
Ceramic

' SPRS M.E4.016 |

' “' lzolovana prikljutna stezaljka petopolna
y 2 Keramika

5-pole socket terminal
Ceramic

20

' SPRS N.E4.016 |

. lzolovana priklju€na stezaljka iestopolna
% ¥ » Keramika

6-pole socket terminal
Ceramic

20

' SPRS N.E4.016 |

www.elid.co.rs




KARAKTERISTIKE ARTIKLA

PRODUCT CHARACTERISTICS R
140 1471-144-146-148 - 149- 150
¥ kolovane priklju¢ne spojke Termoplast
2.5 mm?, 380V~ / 8 polna(pin) Lo
2.5 mm?, 380V~ / 12 polna(pin] &8
4.0 mm?, 380V~ / 12 polna(pin) o
6.0 mm?, 380V~ / 12 polna(pin) 20
10.0 mm?, 380V~ / 12 polna(pin) 20
16.0 mm?, 380V~ / 12 polna(pin) 20
25.0 mm?, 380V~ / 12 polna(pin)
Instalated pin terminals /Thermoplast | SPRS M.E-405 |
Pt :400-407 - 402 - 403
A v Redne stezaljke sa priborom (WS kleme)
Naz.rapon Maz strap Presek provednika
Pevassr Curn=nt Conductor ciametsy
s e e 100
750V 35A 4 mm 100
750V 44 & mm 100
750V 63A 10 mm

Terminal blocks | DIN EN 50035 |




Paclk/Pcs

... PRODUCT CHARAC TERISTICS

Namotac bez kabla jednodelni

Reel for cable in one-piece Paket'1 Ko,

|SRPS IEC 60884-1

Art. = = ——
Item 665/623 Produznl kabl sa utikacem i natikacem
Lim
Extension cord with socket and plug (5 ) Bk ke,
Utikac 16A, 250V 10 —
Prenosna prikljuénica 16A, 250V 15
Provodnik / Cord gg
PP/J 3x1,5
PP/J 3x2,5 30 |SRPS IEC 60884-1 |

— T a——
y Sijalicno grlo E27 4A/250V, zidno koso (bakelltno)
Lampholder E27 for wall - Angled (bakelite)

Paket 20 kom.

LT

v

L
SRPS |IEC 60884-1 |
Art. gg7
Item . - — e —
Opal Iugla staklo
Opal globe (glass)
Paket 18 kom.
-
SRPS |IEC 60884-1 |
;“t"t- 895 I .
em .
v Kuciste osiguraca 10/8,3A 125!250\! AC
100

Fuse holder 10/8,3A 125/250V AC

www.elid.co.rs



PROIZVODNI PROGRAM

PRODUCT PROGRAMME

STEPENE SKLOPKE SA NUL-POLOZAJEM
STEPENE SKLOPKE BEZ NUL-POLOZAJA

MOTORNE | GRUPNE SKLOPKE
AMPERMETARSKE PREKLOPKE
VOLTAMETARSKE PREKLOPKE
ZAKRETNE SKLOPKE

RUCICE

-

STEP SWITCHES WITH OFF POSITION
STEP SWITCHES WITHOUT OFF POSITION

MOTOR AND GROUP SWITCHES

AMMETER CHANGE OVER SWITCHES
VOLTMETER CHANGE OVER SWITCHES

ROTARY PUSH-BUTON SWITCHES

_foJ
45

| - -

PODACI ZA MONTIRANJE UGRADNE SKLOPKE
DRILING PLAN FOR FLUSH MOUNTING SWITCH

= |
S

o=oam ||
8~

%

Ugradnjs sszsdnjs strans N G .
gradnja ) e o > g L& :h:-: .,
Etsck mounting D 201
Fem |
o @ | o |
3 204
-
[ .
ﬂ D -C:h.p
. - B I
Ugradnjs o prednjs strans I \ om
Front mounting i T 2 |
o O ||
A ' | 24

kK[

W

P v o R

o

HANDLES

=|u|n|olPp|
.':ml.mlwl.-_-[
| 202 | 54 25 | 65 1 |
_zna|u s35| o8 | 23 |
sz| ari.LD-“w[

PLASTIC CASING PK

.| el tio serwata
fQ-E'D "'-!‘-‘. .,3.:"5-1.; P| b
s 23 4

e
fﬂli.‘!ll&!mlb lltﬁl.f:

m
D‘-‘.’shl! tlsu mis|isisau.
@

-n- 8w | 123 2 | 0 |39 s | ons|ans
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“PROIZVODN| PROGRAM

PRODUCT PROGRAMME

Grebeni_lste sklopke serije ELID nazivne struje od
10 do &304, odlikuju se savremenom konstrukcijom dobrim

ELID cam swiches are designed for rated currents from 10 to
&30A and distinguished by latest design and wery

eleltri€nim 1 mehanitkim  osobinama,  razlidition good electrical and  mechanical  features.
uglovima ukljutenja i estetskim izgledom.
KATEGORIJE PRIMENE
CATEGORY UTILIZATION
AC-20 Spajanje | rastavljanje neopter=tenih kola.
Connecting and disconnecting under not load conditions.
Ukljuéivanje | prekidanje aktivnih potrobada ukljufujud | umerena preoptereden)a.
AC-21 ON / OFF switching of reesistive loads, including moderate overloads.
Ukljuéivanje | prekidanje kombinovanih, aktivnih i induktivnih potrodaga, ukdjutujud | umarena
AC-22 precptereenja.
Switching mixed reesistive and inductive loads, including moderate overloads,
Pokretanje klizno kolutnih motora.
AC-2 Starting slip-ring motors and plugging.
Ukljuévanje i iskljufivanje motora ili drugih jako induktivnih potrofaZa.
AC-23 Swiitching motor loads ar ather hialy inductive loads.
Pokretanje i isklju€ivanje motora pri punej snazi.
AC-3 Starting squirrel-cage motors and switching off moters when running.
Pokretanje motora, intermitirani pogon, rezerviranje.
AC-4 Starting squirrel-cage motors plugging, inching, reversing.
Upravljanje elektromagnetnih pogona, kontaktora, ventila isL
AC-11 Control switch for switching magnetic devices, contactors, valves etc.

TIPOVI 1 GRUPE

U adnosu na spoline dimenzije sklopks se mogu svrstati u
tetini grupe. Sklopke odredjene grupe imaju iste teone plote,
rutice, dimenzije 1 matin pritwiilivanja. Osnavni tip sklophs

TYPES AND GROUPS

The cam switches are classified into groups acconding to
their outline dimensions. Switches belonging to one group
have same front plate, handles, dimensions and

odredjen je prema nazivnoj radnoj struji = f AC-21 method of attachment. The switch type is determinated
by the rated service curent le [/ AC-2)
GrupaiGraup 201 202 203 204
TIRfType G510 | G516 G525 G540 G563 | GS 100 G5 200 G5 400 G5 630
ot g AC-21 | 10 16 25 40 63 | 100 200 400 630
T . . * ® % . E e .
&g Zal dn | | ] |
EE i e ™ . ™ [ » . ™ & »
=== s e o e o
i. 30° L] & & .
2 o
52 45 » -
i 60° - ] ] -
Bx go° H . .
ROTO R 110 R 210 R 310
(i g ] cmaE cma LTha
gl % black Bluck Black black
¥E
T - R120 R220 R320
f:) cma cma erna
bBlick Black black
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PODACI ZA NARUCIVANJE

Pri narudibini potrebno jenamaliti sedede podatke:

Sklopke sa specijalnim
programom sklapanja

Prilikom narudibe
grebenasts skiopke
prema prograrme
sklapanja kojl nija
sadrian uowom
katalogu, potrebno je
dostaviti razvijenu
femu sklapanja

kot kata, Osim
razvijenc tame traba
naplsati podatke o tipu
sklopke za struju,
Mapon, ugas zaokrata,
oblikugradnje, tip
nudice posebnu
zvedbu | cenake na

ceanof plodi,

Switching with special
switching programm:

Whanomdering cam
switches whose
switching program is
mot Included inthe
catalouge, the
purchasar k requirad
T submita switching
contads For this
purpouse k used the
attached order form,
wich baskdes the
disgram, itis to be
filled In with data for
ratad current, rRted
voltage, utulization
categorz, mounting
form, type of handl,
spacial version and
marks on front plate.

OREDERING INFORMATION

Whan ordering, please indicate the following:

G5-63 10 1] EE
Tip
Type
Broj elekirifne femme |
P o circuit diagram |
liarlm'iﬂblik |
unting fommn |
Tip rudice |
Type ofhandie |
MARUDZBEMNI LIST ORDER FORM
Pl | vy Tip thalopha Ol sgradnja Emj lara
Y p—— W Trpn of i G5 Mouring on Clagambia
Restamwn | A bl i e | AC Teactrmnds | R it | 8
%a :
P . NG
=
N
= 3\._1_.15
)
E ar &r
=g
a8
i
I | | | §
E‘E :Illl JI!IH]IJI-!EE-?‘:‘T'I'\E"IH-]!‘“
I
BE A h‘lum-,l::- 0 i.'-.o.&.l'un.lo ".o"f" IO 2 & hllﬁun.fz—# LA
Bl NEBLRELE! &n\l\aﬁl‘bsl\biﬁ ! \b\lh\&
45 or
) 5 monuswm ww mim sl | kN e |ad e
] 1 ] L ] ] I L] T 1]
o | |
2.1 l | $
! -
£]
H
i .
£
! r
E
=L 1
Map-arrans
Rt
I ]
-
prmign  pre———
NanJClas
Purdhaser
Adrasa
MAdrezs
Okum
1=
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SEMA SPOJA

DEO PROIZVODNOG PROGRAMA
GREBENASTIH SKLOPKI

Kompletan proizvedni
program grebenastih
sklopki dat je u
posebnom katalogu

CONNECTION DIAGRAM

| max (&)

Bro| slamanata | Mo, of alam.

Broj oolova [ Mo. of poles.

Broj fama | Dlag. Ma.

PART OF PRODUCTION
CAM SWITCHES PROGRAMME

Complitly production
programme of
cam switches is in

different katalogue

Ceona plofa- Ugao 208
Front plate - Angle 90 degres

¥

Ceoma ploa - Ugao &0®
Front plate - Angle 60 degres

1
0
£ |
il i
{ ( Ceona plota - Ugao so®
7|7 Front plate - Angle &0 degres
10-630 roame I rree ()
112 3 17 | Brof slsmanata | Mo. of slem,
12] 2] 10 | Broj polova § Na. of polss.
54 | 55 56 69 62
ol J J Brof kama f Dlag. Ne.
1] D4 g
2%l XX g _IX]
1415 ®j9 |12 LA E
el 10
1T | i |
A& R IT HETIE]
10-630 o0 | o (4)
fr|2) 3 10 | Erof slemanata { Mo of slem.
T2 3|45 )| & 10 | Brojpolova | Mo. of pokes.
51 | 52|53 |75 |76 77 a1
, J __J J Bro| fama f Diag. No,
! X X
]
2] X [X Ei_ ,..E_E
1]4|5| 8|9 |12 F] 87 a
UG e
HEIOEGIE aa| R EE
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QNI PROGRAN

PRLICNA GRLA | Tglom.,
METALNI KABLOVSKI SPOJNI METAL T niggt
ELEMENT!I COUPLING ELER

ELEKTROINSTALACIONI PRIBOR ELECTROACCESSOR
ZA UGRADNJU | MONTAZU FOR BUILDING AND MOU

GREBENASTE SKLOPKE CAM SWITCHES

ELEKTROINDUSTRIJA "ELID" D.O.O
18242 DONJI DUSNIK - SRBIJA

Centrala: (+381 18) 847010, 847-242
Direktor: 847010
Komercijala: 847-243
Finans. sektor: 847067

- LrcE

elid.co.rs

elid.ddusnik@gmail.com, elid.komercijala@gmail.com



